


S PECIFICATIONS

The brilliant finish an our mixers is easy 1o maintain, & quick wipe with a
cloth restores the criginal luster. Attias Mixers will always retain an
appearance of being new. The distinct design and sturdy construction
add to the overall presentation of our equipment,

Fimish
Autornotive-resin acrylic enamel.

Motor

Modei #1154 60
gl-quart, four-speead transmission, 2-HP built and desgned for
all-purpose pizza, bagel, bakery and instiutional cparatians.

Moded #USA BOHD

el-quart, heavy-duty, bwo-spaad transmiszion with 3 HP-motor specially
cesigned for heavy pizza and bagel dough with lower gear ratics far
Ore JorgLes.

2 bp (USA B0) and 3 hp (LSA 80 HD), high-torquie, ball bearng, ventilat-
ed with mixer anclosure. Single-phase is dasigned with two capacitors
starts. Avallable in standard electrical specification of 208-60-1, 230-60-1,
208-60-3, 220-20-1.

Switch

Magnetic type, with low-voltage and autamatic resatting bimetalis thar
mal overoad protection Internally mounted. Start-stop push buttons which
pravent accidental starup in the event of a power failure.

Transmiszsion

All Artias Mixer shafis and gears on the two and four speed ransmissions
arp manulaciured lor durability and quiet. dependable servica. All of tha
gears are mada from low carbon AlS| grade 8620 stesl. This stesl is car-
burized and hardened to produce a wear resistant surface that 15 60 o
B2 Rockwell “C" in hardnass. This process yialds suparion waar resis-
tamee while maintalining a softer inner core 1o prevent breakage umdsr
high tarque mixing applicatons,

T maintain quiset oparation, the gears have been designad with angled,
or helical testh, This design keeps mora teeth in mesh an any two mating
gears during operation. This increases the load carrying capability and
allows smoathar, quiater oparation.

In many mixer gear trains, the idlar gears (which simply sotate ina shees
shaft) are made with no innar diamater bushings. All Attias idher gears ane
bushed to 1/1&th thick Oilite bronze bushings. These bushings are mada
fram a special bronze material that is impragnated with cil. This dasign
allows smoother quieter operalion with less wear and longer life.

Lubricaticn
Circulating oil kubrication fumished 1o all gears. Viswal 1ype transmission
oil level gauge.

Speeds

Two positive speeds {Model #USA s0HD).

Four Positive Speeds (Model #LSA 60).

ﬂpara'tirlg spaad can be seleched or changed only whila maching &2 In
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